) SHISAI

EBONY T

Nothing breeds
colours like black

e Fine pixel pitch | Fixed installation
e High-end solution for indoor HD cases

Application

e Control & Conference Room @ @ @

e TVstudio & Broadcast
e House of worship

Specification List

HIGH MUTE LOW POWER GOB OPTIONAL HIGH EASY
DEFINITION CONTRAST MAINTENANCE

Product Name Ebony-1.2 Ebony-1.5 Ebony-1.8 Ebony-2.5
Pixel Pitch (mm) 1.25 1.5625 1.875 2.5
Pixel Density (dot/m?) 640,000 409,600 284,444 160,000
Module Size (mm) 150*168.75 150*168.75 150*337.5 150*337.5
Panel Size (mm) 600*337.5*%63

Panel Resolution (dot] 480*270 384*216 320*180 240*135
Panel Material Die-casting Aluminum

Panel Weight (kg/pcs) 6

Brightness (cd/m?) 600 600 800 1000
C;ﬁggfh;g’%ﬂg‘]’l 160/140 160/140 160/140 160/140
Contrast Ratio 5000:1

Max & rﬁ;?i'::‘[’x/rmq 680/225 680/225 540/180 540/180
Refresh Rate (Hz) 3840

Maintenance Way Front

Installation Way Front

IP Rate P20

Certifications CE, RoHS, EMC, CCC

Note: * Specifications are slightly different according to different configurations.
* All rights reserved to SHISAI.



